
SECTION 5 – WATER FEATURES & POOLS 

SaVi Pool & Spa Light 
       

SaVi Underwater Lighting – The new SaVi line of 
Proprietary TRUECOLOR TM Technology for the clea
colours. It’s the Brightest way to light your pool or sp
Spa lights feature 9 exciting colour Modes: 5 beautifu
exciting shows which can all be controlled by the flip
Pool Light and the SaVi Spa Light both fit spa niches
available for standard size pool niches.  There are no
maintenance is required. 
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  FEATURES 
• Both Fixtures Fit Spa Niche 
• Brightest LED Lighting Technology 
• TRUCOLORTM  Mix Technology 
• Independently Control Poll & Spa Light with

one switch 
• Automatic Memory, saves last setting 
• 9 Exciting colour modes 

- 5 static colours: White, Green, Dark Blue, 
  Light Blue & Pink 
- 4 colour modes: Smooth colour transition, 
  blue/green fade, medium & fast colour 
  changes. 
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All Models Fit the following 
POOL Niches WHEN USED WITH
Super vision RETROFIT PLATE 
         
Hayward Pool Niches 
• SP0600U – concrete Pools 
• SP0607U – concrete Pools 

Pentair Pool Niches 
• 79206700 – concrete pools 
• 78210600 – concrete pools 
•  620004 – vinyl liner pool 

POOL LIGHTS  
Model Description
SaVi - PL-12-50 Pool Light - 12V/50ft cord 
 SaVi - PL-12-100 Pool Light - 12V/100ft cord
SaVi - PL-120-50 Pool Light - 120V/50ft cord
SaVi - PL 120-100 Pool Light - 120V/100ft cord 
   
SPA LIGHTS   
Model Description
SaVi - SL-12-50 Spa Light - 12V/50ft cord
SaVi - SL-12-100 Spa Light - 12V/100ft cord
SaVi - SL-120-50 Spa Light - 120V/50ft cord
SaVi - SL-120-100 Spa Light - 120V/100ft cord 

• 78232500 – vinyl liner pool 
All Models Fit the Following 

Hayward Spa Niches –  
SP0601U-concrete pools
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      SaVi Notes 
        

       FEATURES 
• Colourful Underwater Lighting.

Powerful RGB LED Array 
• No Niche Needed – Fits Standard Return fitting  
• Retrofit Fibre Optic Systems 
• M4 Controller (Required)-Can control any

combination of Up to 4 SaVi Notes and/or X-
Stream LED Modules 

• M4 Controller Standard Version Colour Modes: 
- 5 static colour: White, Green, Dark blue, 

Light blue and Pink 
- 4 colour modes: Smooth colour

transition, blue/green fade, medium &
fast colour changes. 

SaVi Notes – SaVi  Notes are an Underwater LED
lighting system for pools and spas.   Create a variety 
of effects and a myriad of colour with these small but 
powerful lights.  Can be used to retrofit fibre optic systems 

“Create a variety of effects and a 
  myriad of colours with these small  
  but powerful lights”
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An M4 controller is required to
Controller the SaVi Note Fixtures 

  

 (up to 4 can be connected) 

M4 Controller* 
Ordering Information 
Model           Description 
M4-L           120VAC, 60Hz, 2A max 
M4-H            240VAC, 50Hz, 2A max
M4-L-DMX*  DMX capable, 120VAC. 

              60Hz, 2A max 
            M4-H-DMX*   DMX capable, 240VAC,  

  50Hz, 2A max 
  --------------------------------------------- 

*DMX Version available for custom  
 colour programs 

   NOTE: The M4 Controller can  control   
any combination of up to 4 X-stream   
LED Modules and/or SaVi Notes. 

            Connect up to 4Savi Notes to  
            The M4 Controller. 
  
            Ordering Information 
            Model                    Description 
            SaVi Notes75        SaVi Note 75’ length power cord 
            SaVi Note150        SaVi Note 150’ length power cord 
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SLFE 95xx-POOL VV 

Smartlite Leds manufactures super bight led discs for retrofitting into the Stroud Pool Light fitting. 

DIMENSIONS:                     95MM diameter, 21mm depth epoxy coated for total  
                                                 water proof aspect inside the fitting. 

             
           POWER CONSUMPTION:  7.2 watts 

SUPPLY VOLTAGE:          12 or 24 or 32Volt AC or DC. A change of transformer is generally
recommended to ensure that no power surges resulting from overrated
transformers, affect the lights. 

LIGHT OUTPUT:                375 Lumens at 60 degree light spread for blue. This 
                                                      makes the light effect similar to that of a 100watt Stroud  
                                                      bulb for white leds or 150 watt Stroud bulb for Blue leds. 
                                                      Lux at 1 metre blue 2000, white 320 

LIFE EXPECTANCY          The lights are rated for 50,000 hours for white or about 24 
                                                years. For blue life expectancy is twice this. The actual life  
                                                is very dependent on a good regulated power supply and 
                                                total water proof connections inside the fitting. 

When ordering specify colour “xx” as blue or white or other on application and also specify voltage
as 12 or 24 in “VV’     
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   Underwater (IP68) RGB light                SL518 with MCL116   

           

DESCRIPTION  A perfect light to provide colour and movement to your pond or water feature.  With
the fitting rated at IP68. The stand can be removed for installation into water features
or ponds. The light is bright enough to highlight a feature that may be above the pond
such as a statute or waterfall. 

APPLICATIONS For use in any outdoor or even indoor area to highlight or spotlight an area with
changing colours. The light can be used in a dry location. 

DIMENSIONS 102mm long height on stand 140mm.Front lens 82mm diameter. Beam angle 110
degrees 

TECHNICAL Light source 1 watt power chip RGB. Brightness 40-55 lumens. 12 volt input ac or dc. 
Current draw less than 600 milliamps.  

OPTIONS The light has 16 colour changeable and 4 colour changing modes. With flash, strobe,
fade and smooth options all activated by repeated switching of the on/off switch. 
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                  High brightness flush uplight     LOTUS DISC 32 

     
Lotus disc SS 32  

PLEASE NOTE: POLYCARBONATE DISCS ARE RECOMMENDED FOR POOL AND SPA AND 
WATER FEATURE INSTALLATIONS 

DESCRIPTION The light was initially developed for an uplight for an outdoor shower. Since then it
has found use in pools for steps, for motor homes, drive over light and driveway lights 

APPLICATIONS As a totally waterproof light operating off a very small power consumption it will find
use in a large area of applications from gardens to pools, wet areas, steps, outdoor
living, motor homes campervans and homes etc. 

.DIMENSIONS The top flange is 40mm diameter by 1mm thick and the lower portion is 
32mmdiamtere by 22-25mm deep. It is designed to fit into 40mm conduit. . 

. 
TECHNICAL 12-15 Volt  DC. power consumption a minimal 9.6 watts  at 80 milliamps. 
.  
OPTIONS Available in all standard Led colours of white, red, amber, yellow, blue and green. 

Operating voltage can be made to suit. Flange may be round or square. 
. 
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                       LOTUS WATERPROOF  LIGHT        LOTUS 12v5m315mE-C Y(tail) 

        

DESCRIPTION   This is an epoxy encased unit made up of 3 LEDS.  It is entirely   waterproof and the
epoxy coating serves as the fitting. This makes it by far the cheapest form of led lights for
a large number of applications where light output is not necessarily the prime
requirement. The tails come in lengths of 1 metre standard or 3 metres or 5 metres. 

         Also can be used as inexpensive walkway lights. A disc can be  
                  mounted on the front. 

APPLICATIONS The area of application of the light is huge due its    waterproof 
                                nature and very low power usage and cost. It is being used 

   As warning lights on top of trucks in open cast mines. 
  As a warning light on motorized wheelchairs.  
  As a light to see weather veins on the top of the mast in sailing
  ships at night.  
  In water as a minimal light source.  
  In a number of solar light applications. 
  In areas where the use of the lights may only be temporary. 
  As chasing lights around a billboard with chasing patterns. 

       Many more applications are possible. 

DIMENSIONS     19mm long by 16mm diameter. For one Led the diameter is 11mm 

TECHNICAL       12v dc input. 20 Milliamps power draw for total power 
                               consumption of 0.24 watts each. 

OPTIONS       Colour of leds can be varied to red, amber (yellow), white, blue, green 
 RGB option also available plus RGB controller 
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Smartlite Leds is pleased to introduce a new design in our mini stainless steel range for a Water Feature Led
Bubbler Light. 

This Light will give a great effect to a water feature allowing bubbling jets of water to be created with the
addition of light in white, blue, green, red, amber and RGB. 
Gives a beautiful effect at night or ambient light. Depending on pump pressure the fountain will be lit up for
at least 1 metre in hight. 

Specification features are as follows:- 

Code: SSM301203WF 
Material: 316 Stainless Steel 
Height:   72mm including hose connector. Top flange 9mm thickness. 
Diameter: 38 mm on face of light. 16mm on lower shaft.  
Leds: 3 Leds around the central water hole epoxy filled for waterproofing 
 Standard led colours available plus RGB 
Comes with 1.5 metre of cable, however extra cable can be added on request 
Voltage 12 volt DC with a power consumption of 0.4 watts for single colours or 1.2 watts for RGB 

Please note: RGB style requires a controller .The controller can be adjusted for speed of colour change and
or set at a particular colour. The controller can control up to 33 water feature lights 
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